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TECHNICAL NOTE L4196

A METHOD FOR THE CALCULATION OF THE LATERAL RESPONSE
OF ATRPLANES TO RANDOM TURBULENCE

By John M. Eggleston and William H. Phillips

SUMMARY

A relstively short method of calculating the lateral motions of an
airplane due to raendom atmospheric turbulence is presented. The gust
veloclties are represented as equivalent rigid-body rotations of the
airplanes; namely, rolling gusts, yswing gusts, and side gusts. Random
distributions of gust veloclties across the spen are taken into account
in defining the rolling and yawing gusts. Complex stabllity derivetives
are used to account for the random distribution of side gusts along the
fuselage and vertical tall and the lag effect incurred as the airplane
penetrates the gusts. The suggested gust spectrum is based on a simple
analytical expression vhich flts avallable measurements of atmospheric
turbulence. A 45-step sample calculation procedure for obtaining the
responge of the airplane in each degree of freedom is presented in
tabular form.

INTRODUCTION

Most calculations of the response of airplanes to gusts have been
made on the assumption that the effect of the gust on the airplane is
approximately equivalent to the effect of a rigld-body motion of the
alrplane producing a distribution of angle of attack simllar to that
caused by the gust. On the basis of this assumption, disturbances in
the form of rolling gusts, yawing gusts, and side gusts have been employed
in calculating lateral response to gust disturbances. This epproach is
convenient because the standard aerodynamic stebility derivatives which
are used in airplane stability calculations may slso be used to determine
moments caused by the gust velocities. This spproach as usually applied
neglects effects due to lag in penetration of the gusts by different parts
of the airplane and, because linear gradients of the gust veloecity along
the span are assumed, it cannot account for the random spanwise distribu-
tion of gust velocitles encountered in flight through atmospheric turbu-
lence. Furthermore, the relations between the magnitudes of the rolling,
yewing, and side gusts required to produce effects similar to actual
atmospheric turbulence are not known beforehand.
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In reference 1, a theoretical method for calculating the lateral
response of an airplane to atmospheric turbulence has been proposed
which accounts in a rather complete mammer for the effects neglected or
approximated in previous methods. This method uses an approach somewhat
different from that described in the precedlng paragraph in that the
forces and moments applied to the alrplane by gusts are determined in
power-spectral form in terms of the horizontel, vertical, and side com-~
ponents of gust velocity.

In the present report, 1t is shown that the more conventional
method of assuming gust-velocity dlstributlions equivalent to rigid-body
motions of the airplane may be refined to provide results equivelent to
those given by the method of reference 1. The refinements consist in
replacing some of the constant aerodynsmlic stablility derivatives with
complex quantities to account for the gust penetration effects and
determining the correct relations between the spectra of rolling, yawing,
and side gusts to yleld results in agreement wlth the more exact analysis.
The present method requires somewhsat simpler calculations than the method
of reference 1 and provides a clearer physical picture of the relations
between the various sources of lateral gust disturbances.

SYMBOLS
b wing span
D nondimenslonal operator, b &
U dt
G matrix containing stabllity derivatives relating air-

plane moments and forces to gust velocities

¢! alternate form of G containing frequency-dependent
stabllity derivatives

h height of center of pressure of vertlcal tall above
X-axis of ailrplane

I imaginary part of a complex number

1 =,/-1

Ky nondimensional radius of gyration about X-axls

Koy nondimensional radius of gyration sbout Z-axis

Kxg, nondimensional product of inertia
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k' = aL/U

L integral scale of turbulence

1y tall length between alrplane center of gravity and
quarter-chord point of mesn serodynamic chord of ver-
tical tail

D rolling velocity, da@/dt

a dynamic pressure, %pU2

r yawing velocity, d¥/dt

S wing area

T time Interval over whieh power spectrum is evaluated
(eq. 18)

t time

U relative velocity between alrplane and general air mass

u veloclity along X-axis

v veloclty along Y-axis

w veloclty along Z-axis

XY,z three orthogonal reference axes of airplane

cL 1ift coefficient, %g—t

¢y rolling-moment coefficient, Rdlingmment

Cn yawing-moment coefficient, Yawiniéioment

Cy side-force coefficient, §QQQE§9£9§

o angle of attack

B angle of sideslip
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flight-path angle

matrix containing airplane equations of motion in still
sir

wavelength, %&H

airplene relative demsity factor, %%%5

denslty of atmosphere
sldewash angle

power spectral density
angle of roll

angle of yaw

circuler frequency

Stabllity derivatives of alrplane are indicated by subscript nota-
tions; for example,

Subscripts:

o]

H H = ®

= aCZ - aCn = aCY
C1p = g<p_T) oy = a<£) e
U 20

general ailr mass
gusts

wing

fuselage

vertical tall
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Magtrix notation:

, l determinant or absclute value of quantity

[ ] rectanguler matrix
{ } column matrix
L J row matrix

Bar over a quantity denotes mean value. Asterisk denotes complex
conjugate.

THEORY
Equations of Motion

The equations of lateral motion for an airplane (ref. 2) are
given by

2uKy“Dg, - %Czpw - 2Ky DY, - 561 D - Cigf = 0

-EPKXZD2¢0 - %CnpD¢ + 2“KZ2D2*0 = %Cner - CnﬁB =0 r (@)

-30u,D8 - Crffo + 2Dk - Foy Dk - Cp, tan 7 ¥ + DB, - CyB = O

where the subscript o appearing in the inertial and weight terms is
used to denote angular displacement wlth respect to an absolute system
of axes fixed in the genersl air mass. In calculations of the motion
of an airplene in still air, the angular displacements end veloclties
appearing in the aserodynamic terms are ldentical with these wvalues.
When flying in turbulent air, however, the asirplane is subjected to the
motion of local air masses, generally referred to as gusts. The rels-
tive linear and angular velocities of the slrplane with respect to the
local air mass each may be considered as made up of two parts:
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D§ = DB, + Dfg|
= D¥g + Digy (2)
B=Bo+Bg |

vhere the subscript g 1is used to denote gust velocities. BSubstituting
equations (2) into equations (1) and transposing the terms resulting from

gust dlsturbances to the right-hand slide of the equation gives the result
written in the convenlent matrix form:

\
A g,
(83wt =c] {Drgt (3)
kBO, FS‘
The matrix
2yKy2D2 - Lclpn 2Ky D° - =Cy,D 01
[A] = | -2uKyyD? - %cnpn 2ukz20? - Zop D ~Cng (&)
i -%CYPD - CL (Ep, - %CYI‘)D - CL tan ¥ 2uDh - CYB_

is the familiar "still air" rigid-sirframe characteristic equation, and
the matrix

1 T %
%CYP -]é_CYr CYB
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gives the relationship between the aerodynsmic moments and forces
resulting frem gust velocitlies encountered.

In the classical method of treating simple isolated gust inputs
(for exemple, ref. 3), the elements of the G matrix would be the
"gtill air" stability derivatives, the values in the gust-veloclty
matrix (D¢g, D¢g, and Bg) would be those appropriste to step or ramp

functions, and the solution would be defined by

“

8, () DB (o)

(6)

Vv

ol@) = [a@) ] o] forgte)

\Bo(‘”)‘ LBg(m) )

where [A]r is the inverse of [A] with D = 1%03. Unique time

responses could then be obtalned by taking the inverse Fourier trans-
form of each solution.

However, when the responses of the airplane to continuous random
gusts are to be considered, the gust velocitlies can be defined only in
a statistical (power-spectral) mamner and the resulting moments and
forces will in turn be related only in g statistical sense. This means
that the elements of matrix G cannct be evalusted in the usual sense
end the effect of random distributlons of gust velocities along the
fuselage and across the wing span must be taken into account.

Forces and Moments Due to Turbulence

In the spplication of the method to random turbulence, the sources
of the forces and the moments on the airplane must be considered. As
shown in reference L, yawing and rolling moments on the wing result from
gradients of the horizontal and vertical gusts. Wing rolling moments
and moments and forces on the fuselage and vertical tall are produced
by side gusts. Although the wing moments cannot be determined at any
instant as a function of the gust velocltles measured at the center
of gravity, the power spectra of these moments have been determined
in reference 4 as a function of the power spectrum of the vertical gust
velocity as measured at one point. In isotroplie turbulence, the
spectrum of the side gusts measured at a point is identical to that of
the vertical gusts. For this reason, the spectrum of the yawing and
rolling moments mey be related equally well to that of the side gusts.
This procedure is used in the present analysis.
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Spanwise gradlent of vertical gust.- In general, the rolling moment
acting at any instant results from a random distributlion of vertical-
gust velocity across the spen which has some average linear spenwise
gradient. An effective gradient which produces the rolling moment due
to this random spanwlse distribution may be defined by the relation

D¢g = _é—'cl(wg)

(Cip)y

which is derived from the equation

Cy(wg) = %(Czp)wwg (7)

where C;(wg) 1is the rolling moment due to vertical gusts, (Czp) is
W

the wing damping-in-roll stability derivative, and D¢g is the equiva-

lent rolling-gust gradient. Likewise, the vertical-gust distribution at
any given instant also produces a yawing moment. In reference h, this
moment was assumed to be in phase with the rolling moment and was deter-
mined from the formula '

c

Ca(vg) = (%l;-) C1(vg) (8)
W

Substituting equation (7) into equation (8) gives the yawing moment in
terms of the effective gust gradient:

Catv) = Berp), e ®)

Spanwise gradient of horizontal gust.- Similar arguments mey be
used to show that a random distribution of horizontal gusts across the
spen of the wing produces both rolling and yawing moments which are
assumed to be in phase and related by '

Cn,.

Cplug) = <§{;) Cl(ug) (10)
W



NACA TN L4196 9

In terms of the equivalent yawing-gust gradient D¢g, these moments are
given by

Cy(Yg) (11)

[t}
[10] [
—

Q

o~
8
g
m

Cn (ug) (12)

]
o] [
—
&
E

&
m

These formulas (egs. (7) to (12)) are in a convenient form for
spplication to the present analysis in which the gusts are considered
as equivalent rigid-body motions of the airplane. Moreover, since only
the wing moments are lnfluenced by the horizontal- and vertical-gust
distributions across the span of the wing, these formulas completely
account for the effect of these gusts on the lateral motion.

Side gusts.- The only remsining source of gust disturbance is the
slde gust. In the present report this disturbance is expressed ag an
equivalent sideslip ﬂg = vg/U, but the method of calculating its effect

is essentially the same as that used in reference 1. Effects due to

the difference in time at which a gliven gust encounters different sec-
tions of the alrplane, known as gust-penetration effects, are accounted
for in reference 1 by considering the relations between the aerodynamic
force and moment coefficients and the gust inputs measured at the center
of gravity as frequency-dependent transfer fumctions. These relatlons
are herein converted to frequency-dependent stability derivatives CYB’

Cnﬁ’ and CZB by multiplying the expressions used in reference 1 by

the flight velocity U. Expressions for these stabllity derivatives
are given in appendix A.

To an obgerver in the sirplane the side-gust disturbance sppears
as a randam velocity distribution which moves along the fuselage and
vertical tail at the mean velocity U. If this speed in terms of body
lengths per unlt time 1s large (es 18 usually the case with most air-
planes), these gust velocities will not change appreciably during their
"time of exposure" to the fuselage. When the condition is satisfied,
the forces and moments acting on the fuselage are uniquely, rather than
statistically, related to the side-gust distribution along the flight
path, and phase relations can be correctly accounted for by treating
the frequency-dependent derivetives as complex quantities.
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Matrix Solution to Equations of Motion

The effects of the gusts on the wing and the fuselage-tail combi-
nation may be incorporated into & matrix similar to the simplified

G matrix of equation (5). If this matrix is denoted by G(w) and if
only those force and moment coefficients are included which will have

a significant effect (for example, side forces due to rolling and
yawing are ususlly negligible compared with side force due to sldeslip),
the modified G matrix is defined as

(1 1 i
2 (C ZP)W -2_(0 L r) W _c L B (m)]WT

B@) = |4en), 3Cad), [mte)], (13)
o 0 EYB(“’)]F?_

In terms of this matrix, the solution to the equations of motion given
by equation (3) is obtained formally by inversion:

9 () 09, ()
¥ (w)y = [A(a))-_l 'l[a(w)] Jwg(w)L (1k4)
LBo(cn)J ‘Bg(w) J

The inverse of the A metrix given by equation (4) is shown in
appendix B to consist of transfer functions relating the response in
lateral angular displacements to a sinusoidal rolling moment, yawing
moment, or side force of unit amplitude:

_
Loy Lo L
1

Co Cy
[a@]? = [Ew @ () (15)

C%(w) —Cﬁ(w) B (w)

—
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Inasmuch as the random nature of the moments resulting from random
turbulence makes it necessary to place the result given by equation (14)
in a power-spectral form, both sides of the equation must be squared.
If equation (14) is squared in its present form, cross-power terms
between all the forces and moments will appear in the finsl result.
Hovever, if the product of [A]™ and [¥(w)| is taken beforehana,
then when the product matrix is squared these crosg-power relationships
do not appear explicitly since their equivalent effect has been taken
into account in the multiplication process. It is shown in appendix C
that the result obtained by first multiplying these two matrices before
squaring is the same as the result obtained by squaring each matrix
separately and including cross-power terms.

Each element in the matrix product of [A]‘l and [E(wﬂ has the

form of a transfer function relating one of the airplane response
quantities to one of the gust components. This relationship is indgi-
cated as follows:

i ¢ g, ]
%w) 5o )
-1 _ | ¥ ¥ ¥
[:A lG((n)] = w;(w) m—g(w) Bg(cn) (16)
B B B
Lﬁg(m) Wg(m) Bg(w)—

In terms of this matrix product, the relations between the power spectra
of the airplane response and the gust components are given in the form

- -
r°¢1 Eg_ 2 B¢ B [? @b¢ )
g Dig Bg g
2 2 2
édz > = ’-[f —*— -i- J > 1
v ﬁ; D g Bg om’g )
g |2 B |2 B |2
J — — = )
N A Dvg Bg| | LPs )

where the power spectrum of & quentity X 1s defined by
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)

y = lim E|x|? | (18)

T — o T

The assumption has been made that any cross power between the three gust
components is either zero or negligible. Justification for this assump-
tion is made in a subsequent section.

Finally, the gust inputs in isotropic turbulence are specified in
terms of a single quantity. The spectrum of Bg is selected for this

purpose inasmuch as Bg is directly related to the linear gust compo-
nent Vg for which the spectrum is available from turbulence theory.
Therefore, the final form of the eguations is given by

r A
N 2 2 2 2
o rﬁg_ 212 197 ||
g Dbg B Bg
2 2 2| ||y, 12
¥ ¥ ¥ g
I, > = Y ¥ —E1 Lo 1
* 56; DWg - < ﬂg- Bg ( 9)
2 2 2
B B B
o B £ 1
(B __ﬁ; Dirg Bal| | L ‘

Gust Spectra and Thelr Relatlionships
The following relationships for the gust spectra and gust velocities
are based on the assumptions of homogeneous isotrople turbulence:
(@) = oy (a) = UP0y (w)
ng Vg By

(20)

Physically, these relations state that, regardless of the motions or the
direction of travel of the airplene, the vertical- and side-gust com-
ponents measured at the seme point on the airplane have the same spectrum
and that the mean-square value of all three gust components 1is the same.

For the purposes of equation (19), the power spectra of gust gradi-
ents as a function of the gust spectra measured at one point are required
in the form of the ratios of the power spectra of e and D¢g to the
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power spectrum of Bg when the latter ls known. Taking the sqguare of

the absolute value of equation (7) and considering the equation to apply
at any given frequency ylelds

|ofe |* - (c ) 2‘01("&)[2
> (21)
(c ) 2 Cz("’g)

/

Dividing both sides of equations (21) by the power spectrum of the side
gust or vertical gust (see eqs. (20)) as measured at the center of grav-
1ty gives

By w2 %Ci(ve)
S, (c p) 2 o,

At any glven frequency, then

2
% _ WP ch(wg) (22)

Bg (CZP)Wz Yy

Expressions for both power spectra on the right-hand side of equa-
tion (22) are aveilable in the literature. An expression based on
measurements of turbulence in wind tunnels (ref. 5) which appears to
fit well most of the available data from measurements of atmospheric
turbulence (for example, refs. 6 and T) is given in terms of By by

2

2 Vgl 14 3k'?
Ut =0, =

g '8 WU (1,22

(23)

where k' = ¢L/U and L is the so-called scale of turbulence. A plot
of equation (23) i1s given in figure 1.

Calculations based on analyticel expressions (similar to eq. (23))
for the gust spectra messured at one point are given in reference 4 for
the power spectra of the coefflcients of the rolling and yawing moments
on wings of arbitrary span which are subject to continuous isotropic
turbulence. These spectra, which take into account the random distri-
butions of gusts across the span and along the flight path, are given
in reference 4 for various values of B! = b/L and for four spanwise
1lift distributions on the wing. Since the effect of different 11ft dis-
tributions was small, only one distribution (the rectangular distribution)
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is considered and the power spectrum of rolling-moment coefficlent due
to vertical gusts on the wing 1s denoted here by

g L(Cy P)W2
O0 () = ——= —— X Quantity plotted in fig. 7(a), ref. 4
e 70> '
oa_ (k')
The quantity plotted in figure T(a) of reference 4 is L2 .
2
Wg LCzpz/UEﬁ

Dividing the above equation by equation (23) and substituting the result
into equation (22) yields

Egé 2 - L x Quentity plotted in fig. 7(a), ref. k4 (24)
Bg 1+ 3k'
(1 + x12)2

This relationship is plotted in figure 2 for the various values of B°'
used in reference 4 and as a function of reduced frequency o', where

o =% =gk (25)

In a like manner the relatlonship between the power spectrsa of
yawing gusts and slde gusts may be determined. From equation (ll),

o - Y (26)
RS

Dividing through by the power spectrum of the slde gusts or vertleal gusts
g8 measured at the center of gravity glves

0 o
Dig _ w2 Ci(Y%)
2 2 e,

where at any given frequency

Drg|® _ _w? Yoi(ug) (2m)
2 o 2 o
& (ZI‘)W €

Agein, from reference 4, the power spectrum of the rolling-moment coeffi-
clent due to horizontal gusts on the wing 1s given by
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o

1
o = 2 X Quentity plotted in fig. 9(a), ref. 4
1(ug) <UD
QCI (k')
The quantity plotted in figure 9(a) of reference k4 is . y
°1C, a /ﬁ%
Ug 1pro

where a, is trim angle of attack. Dividing the above equation by

equation (23) and substituting the result into equation (27) yields the
required relationship between the yawing- and side-gust spectra:

Dig
Bg

2 -2
aC
lp _ ) x Quentity plotted in fig. 9(a), ref. k (o,
. 1+ 32
(1 + k'2)2

This relationship is plotted in fligure 3 as & function of w' for a
range of values of PB'.

Presentation of the data of figures 2 and 3 in the form of ratios
between the gust spectra 1s not meant to imply that these data are
independent of the approximste spectra chosen for ﬁg. These ratios

represent the filtering effect of the wing on gusts having the frequency
spectrum glven by equation (23), and, if other approximstions to this
frequency spectrum were used, the filtering effect would not necessarily
be the same,

DISCUSSION

The foregoing development leads to a set of equations which hold
for small disturbances about some trimmed flight condlition. In the appli-
catlon of the method, 1t is necessary to know the flight condltions, the
stablllty derivetives of the airplane at those flight conditions, and scme
basic physlecal dimensions of the airframe., Such quantities are required
for any dynamlies study of an airplane and, aside from the equations and
figures given herein, no additional Informetion is required to obtain the
laterel response of the alrplane in power-spectrasl form to continuous
atmospheric turbulence.

As an ald in setting up the required calculetions, a list of columns
and steps which mey be followed in the calculetion of ¢¢ 1s given in

tgble I. The column numbers and headings are listed vertically in this
table; however, they would be arranged horizontally across the top of an
actual calculation sheet. Although the calculation of ¢¢ is used as an
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exemple, the same steps are followed for the response of the alrplsne in
any engular displacement, rate, or acceleratlon. For & gliven ailrplane and
flight condition the first 12 steps (part (a)) mey be tabulasted from the
equations and plots of this report. Steps 13 to 45 (part (b)) are used
for the calculation of the response of the airplane in any lateral angular
displacement (for the exsmple, ¢ is used). It is necessary to tabulate
the real and imaginary parts of three transfer functions relating C;,

Cns and Cy to that response parameter (columns @ to ) and to fol-

low the indiceted steps. For each of the other response motions or thelr
derlvatives it is only necessery to substitute the appropriate transfer

funetions into columns @ to and to repeat the process.

In calculating the frequency-dependent stabllity derivatives
(columns (:) to (:)) care should be teken to insure thet, when w = O,

these derivatives agree with the steady-state serodynamic derivatives
used in calculating the transfer functions of equation (15).

The method requlres a cholce of values for the scale of turbulence L

and the mean square of the turbulence wga. Very little information is

aveileble at present on the proper megnitude for L; however, i1t appears
to be within the range of 1,000 to 2,000 feet and probably closer to the
lower figure. The mean square of the turbulence depends on the severity

of the turbulénce to be considered. As an approximation, a value of wgz
of (3 £t/sec)? for light turbulence, (6 ft/sec)? for moderate turbulence,
end (10 ft/sec)2 for thunderstorms may be used. (See ref. T.)

In the present method the effects of turbulence of the alrplane have
been separated into the equivalent effeets of rolling, yawing, and side-
glip of the alrplane in still ailr. The epplication of this concept,
however, has been made in such e wgy that the effects of the u-, v-, and
w-components of the gusts ere teken into account as was done In refer-
ence 1. Although the procedure of this report differs from that of
reference 1, exactly the same effects are treated in Voth methods and
both methods yleld the same results. This agreement has been verified by
using the present method to calculate responses for the exsmple alrplanes
of reference 1. Since the responses of three alrplanes are presented in
reference 1, no numericel examples are presented hereln. Those interested
in the trends and relative effects of the different gust components over
certain frequency ranges will find these effects discussed therein.

One dlstinction should be noted between the present method and the
more conventional treatment as contalned In equetion (5). In the con-
ventional treatment, yawing gusts are assumed to Inelude both the rota-
tionael effects introduced by gradients of slde gust along the fuselage
and by gradients of horizontel gusts across the wing span. Thus, the
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values of C}r’ Cnr’ and ch of equation (5) would be those for the

entire airplane. In the present method, the yawing guste are assumed

to include only the effects of horizontal gusts on the wing, and the

values of (CZ ) and (Cn ) used in equation (13) are those for the
/W T/W

wing alone. Rotatlonal effects of the side gusts along the fuselage

are completely accounted for by the camplex stebility derlivatives

(Cz ) s (Cn ) , and (CY ) . This method is used because it allows
Blut BJrT B/pr

the utilization of the more accurate calculation of the fuselage pene-
tration effects given in reference 8 and because the separation of the
effects of the wing and fuselage allows the random distribution of hori-
zontal gusts across the span to be taken into account.

With most current airplane configurastions in flight at low angles
of attack a simplification of equations may be obtalned by neglecting
the yawing gusts on the wing. In the numerical examples of reference 1
it was observed that this gust component had a negligible effect in all
degrees of freedom for the asilrplanes investigated. This result 1s the
basis for the assumption made in the derivation of the method used herein
that the cross power between the gust-velocity components may be neglected.
By the theory of isotropie turbulence only the cross power between the
components herein referred to as yawing gusts and side gusts exists. How-
ever, when the yawing-gust contribution to the motion of the airplane is
small, neglecting this cross power sppears to be Justified.

It was also found in reference 1 that the further simplification of
neglecting the contribution of both rolling and yawing gusts in calculs-
ting the response in sideslip is Justified.

The plots of the ratlios of rolling gusts and yawlng gusts to side
gusts derived in this report give a physicael picture of the relative
importance of these gust disturbances at various frquencies. Foracal-

- Dy
culation purposes, the plots of the quantities 7535 and |—2
g g
functions of frequency on log-log paper (figs. 2 and 3) are convenient,
but a plot of this type gives a somewhat distorted picture of the true

as

variations of these quantities. For this reason, plots of 1;5 and
g
Dig

B
g
Frequency is plotted in terms of the ratlio of wing span to gust wave-
length b/A. These curves show that, for the small values of B8'
(ratios of wing span to scale of turbulence) ordinarily encountered,

as functions of frequency on linear scales are given in figure k.
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) Dy
the ratio ?ré or ?Té falls on a single curve as a function of
g g

b/A, except at low values of b/A. The curves reach & peak in the
neighborhood of b/% = 0.5 to 1.0, as might be expected on the basis
that the spanwlse averaging effects would become important when the
gust wavelength is shorter than the span. The hypothesis, expressed
in reference 9, that the gust gradient measured along the flight path
would give an approximation to the effective spanwise gust gradient is
indicated by the dashed line drawn on the figure (fig. 4(a)). The
agreement in the trends of the curves with this dashed line shows

that this hypothesis mey be a reasoneble explanation of the mechanism
of the rolling snd yawing effects of turbulence over an intermediate
range of wavelengths. At shorter wavelengths, the spanwise averaging
causes & decrease in the effects; whereas at long wavelengths, or low
frequencles, ancther mechanlsm apparently comes into plaey to increase
the rolling and yewing effects. This mechanism is believed to be the
chance encounter of the wing with rolling and yawing gusts distributed
along the flight path at relatively long intervals. This effect
increases with the ratio of wing span to scale of turbulence. Possibly
this result occurs becsause a wing of larger span effectlvely samples &
larger portion of the atmosphere and is therefore more likely to B
encounter rolling and yewing gusts. Thlis effect might be important in
explaining increased lateral-control difficulties of large airplanes
during landing approaches in rough air, if 1t can be shown that the
scale of turbulence decreases at low altitudes.

CONCLUDING REMARKS

A procedure is presented for calculating in power-spectral form the
lateral response of airplanes to random atmospheric turbulence. By fol-
lowing the tabulated sample calculation procedure, these calculations
may be made in a routine manner without detalled knowledge of the
derivation of the method. It has been verified by using the present
method to calculate the responses of the exsmple alrplanes of NACA
Technicael Note 3954 that the present method gives results identical
to those of the method therein. The present method requires simpler
calculations and provides a clearer physical plcture of the relations
between the various sources of lateral gust disturbances.

Langley Aeronautical Laboratory,
National Advisory Committee for Aeronsutics,
Langley Field, Va., October 15, 1957.



NACA TN 4196 19

= APPENDIX A

= FREQUENCY-DEPENDENT STABILITY DERIVATIVES

DUE TO SIDE GUSTS

All derivatives are referred to the center of gravity of the air-
plane. The coefficient of rolling moment due to side gusts on the wing
and vertical tall is given by

T+
(%)
U

[erp(@]. = (2a), + (ors)y B + 32)e

The coefficients of side force and yawing moment due to side gusts along
the fuselage and vertical tail (see ref. 8) are expressed by

]~ 3ol - - 9]

- 2| - -
(__sl SO) [; H (1 - 1k7 + iko)e ike] (A2)

(A1)

% kp - k1
S . SR
g pp bS ko 0
(2 - 3) (2 - 29 |j(2ke -k -2l - ik 4+ ikzz)
(ko - )
(k1 - a)e-ikl] (a3)
where
=2  (a=0,1,2)

and where x5, X3, Xp; B8q, and’ 8, are the profile dimensions of
the fuselage and vertical tail. These profile dimensions, as given in
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the derivation in reference 8, are illustrated in the following sketch:

-

8y

AR AN -+
l-e— Xg —>Te— X —b-l |

< x5 a
The fuselage is an ellipse truncated at the center of gravity, 2sg
being the length of the minor axis and 2x; belng the length of the
major axis. The vertical tall is a right triangle of base X, - X;

and height 8y - 8g.

At o = 0, equations (A1), (A2), and (A3) become, respectively,
C =0 = (C C Al
[zB( ;Jw'r ( zﬁ)w"' ( ZB)T (A%)

Lrpteo)] = -5[zee® + (o2 - 02| (a5)

Enﬁ(mo)]m = % -280°%g + (87 - 80)2(x2 + _J;]__)] (A6)

These quantities should be mede numerically equal to the steady-state
stability derivatives as obtained from flight-test measurements or more
exact theories by sultaebly adjusting the dimensions of the assumed
fuselage-tall profile.
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APPENDIX B
ATRFRAME TRANSFER FUNCTIONS

In coefficient form, the lateral moments and forces on an airplane
are related to the angles which define the lateral motlon by

¢ Cy
[2]

B Cy

where Eﬁ} i defined in equation (4) for the case where the X-axis

is initially alined with the relative wind (stability axes). The change

in the angles due to changes in the moment and force coefficients is
then expressed as

g Cy
= [_A]‘l C
B Cy

One method of obtaining the inverse of s matrix [AJ 1s given by the
relationship

AT - Addotat [a7]

|a]

where the prime denotes the tremspose of [A]. It may be seen that,
when [A] is defined by equation (%), [A]-1 will be made wp of

transfer functions as given in equation (15). The transfer functions
are defined by

Cii I:;_HJEKZED3 - u(2zPeyg + Cap)D” + (lcnrcYB + 2uCy, - %anch)

C CLt&n‘)’:l

|2
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¥ _ _
a = EHLzKXZDB + ”(Cnp - Z{XZCYB)DE + %(Cnﬁcy_‘p - GYBCDP)D + CLCnl;l—'l'—l-

B _ - 2 1 1

ko, Oy, + 2uPey, ten 7)132 + %(Czr - €y, ten 7)D ].i-]

% ) %”(KZZCIB * Kigfing ) + 302, - Cnrczﬁ)]il—h
& = [Pe{cong + Haatug)oP + 3014, - 9“BC‘P)DT|%I

}T(Clpcn-r - CernP)Dz} Pl;-l



NACA T 1196
o] = 8 (a? - 5)5 - 22 2oy, + co) + Ko, +
x2{Cay + O, - ﬂ%czcyﬁ)} D* + ul}cz?(cyﬁczp S0y )+
6 (Or,Cn, + W0, - Or,Onc) + Her Ca, - Cu 0y ) +
{-eucL[tan {1500, + ) + 570, + chns] )
%E}YB(C”PCZI' - 1. Cn) + Cog(CaCr, - Cr.la)) +
Cag (0r, 02, - CYPCzr)] - (01,0, - Cnsczp)} .

C
L
?[tan y(anCZP CZB np) + Cl Cn'_[' - Cnﬁczr]D

23
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APPENDIX C

TWO EQUIVALENT WAYS OF EXPRESSING THE POWER SPECTRAL
RELATTONSHIP BETWEEN GUSTS AND

ATRPLANE MOTIONS

The statement 1s made in the main text that, in the derivation of
the power spectral relationships between the airplane motions and the
gust-velocity inputs, the ssme result i1s obtained whether the matrix
relationships are treated in the form

lA'l(w) 12 Ia(w)l - (c1)
or in the form
| a4 (c2)

In the former case, cross-power terms between the elements of the
matrices (i.e., between the moments and forces on the airplane due to
each gust component acting on the various parts of the alrplane simul.
taneously) will appear, whereas in the latter case, these quantities

do not appear explicitly but are taken into account when the metrices
are first multiplied together. The former approach is used iIn the
method of reference 1l; the latter and simpler spproach is used in the
method of thls paper. In order to show the equivalence of the Hwo
approaches it is necessary only to prove equallty between equations (Cl)
and (CE), that is, that the square of the absolute value of the product
of two matrices is equal to the product of the squeres of their absolute
vaelues. Since matrix equations may be treated as linear algebralc quan-
tities, the matrix equality defined in the main text

l__A(w)] 'l[E(aJ)] = [A"la(cn)] (c3)
will be denoted by the complex gquantities
AB =C (ck)
The complex conjugate of this equality mey be shown to be

A¥B¥ = C¥ (c5)
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Multiplying equations (Ck) and (C5) yields

AA*BB¥* = CC¥
which is equivelent to

2 2

|2 [sf = |c|
Hence,

21~ 2 . 2

|at@)|? |3 = |a c—(m)l (c6)

where the elements of these matrices are likewlse complex gquantities.

Insight into the difference between the two approaches may be shown

by considering one element of the [A'la] matrix. Expanding equation (C3)
by means of equations (13) and (15) of the main text gives

r%(czlbw‘
& & &t -5
0
or, in its expanded form, ) J
5% = ';'(CZP)W 'c% ¥ %(Cnp)w E% (e

If the resl and imaginary parts of equation (CT) are grouped, then the
absolute value squared of equation (C7) beccmes

2 2
" e &+ 2o ]+ e &+ 2

(c8)

A different form involving cross-power terms may be obtained by
writing the conjugate of equation (CT)
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5’% - i(czp)w@)* N é(cnp)w(cl;)* (c9)

and obtaining the product of equations (C7) and (C9):

e e EE) 4 L&
%(Clp> (np) w[ ('cg') c (Cz)aj (c1e)

e - [

2oy )T -]

equation (C10) may be written in the form

i - 'LlI(Czp)w2 A * %(CnP)WE 2 ' angl*-@lp)W(cnp)w %(C%ﬂ

¢ Ca
(c11)

Since

and

1

¢
o,

*
1 28
The term 2R|=(C c 1 1is the cross-power term bebween the
b, (o), 2T | n
rolling and yawing moments on the wing, and had the coefficient (CYP)W

not been zero two other cross-power terms would have appeared.

The expressions of equations (C8) and (Cll) are equivalent. Either
form may be used, but, for the purposes of this report, equation (c8)
1s more useful and the illustrative tabulation process has been set up
on this basis,
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TABLE I.- SAMPLE CALCULATTIOR PROCEDUHRE

(a) Calculation of frequency-dependent derivatives and gust spectra

g&:ﬁ: Colum headlng Instructions
@ ®
® o S -ep
© X! =o'/p!
® R[KCZBDWQ1 .
- AL
@ I[(Cls) o J From equation
@ R[(Cnﬂ)ﬁ:l .
@ I[(cnﬁ) ] g From equation (A3)
FT
® Rlfog)
@ I I[:EC ﬁ.) FTTI] - From equation (A2)
¥, Fr
[ofa/eg|? quantity plotted in fig. 2
@ [Dre/pg |2 Quantity plotted in fig. 3 X (;:2) ¢
r /v
@ %, Quantity plotted in £ig. 1 x -8
Eid

(b) Celculation of roll respouse

Columm

number Columm heeding Instructions

R(g/Cy)
I(g/cy)

R(¢/Cn) Evaluation of airframe transfer functions
($/Cn) r (sppendix B) at specified values of o'

R(g/cy)
I(g/cy)

® &

©0o
©®0®
@éc\:)
®O®©

POOOO®D
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TABLE I.- SAMPLE CALCULATION FROCEDURE - Concluded

(b) Calculation of roll response - Concluded

Column
number

Column heading

Instructions

®QRO®OB®

OOEPEPO® © O OO OO ® ® ®

|9/ |2

I#/08g]
l¢/D¢s|2 |D¢8/53[2

|¢/Dvg 12
#rmesf |ovesssl®

%

®®

x

0;0@
* e 6

®©®
®®+ | +
® OO

9
m@@x x X

=)
™)
Q/
=
X

I\)II—‘L\?_I_I:BLI—;NH—'
£
5 X
X X

® ® ® ®

Yoo &
®0®e® g

®

g % (T)
3(Cur)y @
20y x ®
%(Cnr)wx ®
G + 63
6+ &®
@2+ @2
@ x @

@-®+6
® =@
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Figure 3.- Curves for determining the ratio of yawlng-gust power spectrum to side-gust power
gpectrum for varlous velues of the ratlio of wing span to scale of turbulence B', wing angle
of attack a, and wing stability derlvatives Czr and C7-n'
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(a) Retic of the rolling-gust component to the side-gust component. The approximation based on

& constant antisymmetric gust-velocity gradient over the wing span is indiceted by the
dashed line.

Figure L.- Ratio of the absolute amplitudes of the rolling- and yewing-gust components to the
gide-gust component as a function of the ratio of wing span to gust wavelength.
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(b) Ratio of the yawing-gust component to the side-gust component.

Figure 4.- Concludegd.
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